
CABLE LUGS & Connectors



About us
We are yet to be a  leading Electrical
component manufacturing company
based in London, UK . We offer a wide
range of Electrical lugs & electrical
connectors, which are manufactured
in conformance with various
International standards and British
Standards. We have also tested our
lugs from Several Recognised Testing
House  as per IEC and BSEN
Standards. We are an ISO 9001
Certified Company. Our product
range includes copper ring type lugs,
Pin, Fork Lugs, Copper Tubular Heavy
Duty and Standard Short and Long
Barrel  Lugs, Aluminum Tubular Lugs,
Bimetallic Lugs, Copper Press Parts,
and Crimping Lugs etc.

"A recognised Global
brand by earning
Customers reliability" 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 4.2 1.8 3.7 8 5 9 16 EXHD 1.51/4

1.5 5.5 1.8 3.7 8 5 9 16 EXHD 1.51/5

1.5 6.5 1.8 3.7 10 5 11 18 EXHD 1.51/6

2.5 4.2 2.4 4 8 7 9 18 EXHD 2.5/4

2.5 5.5 2.4 4 10 7 11 20 EXHD 2.51/5

2.5 6.5 2.4 4 10 7 11 20 EXHD 2.51/6

4 5.5 3.1 4.8 10 7 11 20 EXHD 4.0/5

4 6.5 3J 4.8 10 7 11 20 EXHD 4.0/6

6 5.5 3.8 5.5 10 9 11 23 EXHD 6.0/5

6 6.5 3.8 5.5 12 9 15 Tl EXHD 6.0/6

6 8.5 3.8 5.5 12 9 15 Tl EXHD 6.0/8

10 5.5 4.5 6.2 11 9 13 25 EXHD 10/5

10 6.5 4.5 6.2 12 9 13 25 EXHD 10/6

10 8.5 4.5 6.2 12 9 15 Tl EXHD 10/8

16 6.5 5.4 7.1 12 12 14 30 EXHD 16/6

16 8.5 5.4 7.1 12 12 14 30 EXHD 16/8

25 6.5 6.8 8.8 13 12 14 30 EXHD 25/6

25 8.5 6.8 8.8 18 12 21 37 EXHD 25/8

25 10.5 6.8 8.8 18 12 21 37 EXHD 25/10

35 6.5 8.2 10.6 15 12 18 35 EXHD 35/6

35 8.5 8.2 10.6 15 12 18 35 EXHD 35/8

35 10.5 8.2 10.6 18 12 21 38 EXHD 35/10

50 8.5 9.5 12.4 18 16 21 43 EXHD 50/8

Heavy Duty Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

50 10.5 9.5 12.4 18 16 21 43 EXHD 50/10

50 12.5 9.5 12.4 18 16 23 45 EXHD 50/12

70 8.5 11.2 14.7 21 18 25 50 EXHD 70/8

70 10.5 11.2 14.7 21 18 25 50 EXHD 70/10

70 12.5 11.2 14.7 21 18 25 50 EXHD 70/12

95 10.5 13.5 17.4 25 20 26 55 EXHD 95/10

95 12.5 13.5 17.4 25 20 26 55 EXHD 95/12

120 10.5 15 19.4 28 22 28 60 EXHD 120/10

120 12.5 15 19.4 28 22 28 60 EXHD 120/12

120 17.0 15 19.4 28 22 32 64 EXHD 120/16

150 12.5 16.5 21.2 30 26 32 69 EXHD 150/12

150 14.7 16.5 21.2 30 26 32 69 EXHD 150/14

150 17.0 16.5 21.2 30 26 32 69 EXHD 150/16

185 12.5 18.5 23.5 34 32 34 78 EXHD 185/12

185 14.7 18.5 23.5 34 32 34 78 EXHD 185/14

185 17.0 18.5 23.5 34 32 34 78 EXHD 185/16

240 12.5 21 26.5 38 38 40 92 EXHD 240/12

240 14.7 21 26.5 38 38 40 92 EXHD 240/14

240 17.0 21 26.5 38 38 40 92 EXHD 240/16

240 21.0 21 26.5 38 38 40 92 EXHD 240/20

300 14.7 23.5 30 43 42 44 101 EXHD 300/14

300 17.0 23.5 30 43 42 44 101 EXHD 300/16

300 21.0 23.5 30 43 42 44 101 EXHD 300/20

400 17.0 28.5 36.5 52.5 44 52 114 EXHD 400/16

400 21.0 28.5 36.5 52.5 44 52 114 EXHD 400/20

500 17.0 30 39 56 48 56 124 EXHD 500/16

500 21.0 30 39 56 48 56 124 EXHD 500/20

630 17.0 35 45 65 56 66 144 EXHD 630/16

630 21.0 35 45 65 56 66 144 EXHD 630/20

800 Blank 39 50.6 73 78 75 170 EXHD 800/BL

1000 Blank 43 56.2 81 90 90 200 EXHD 1000/BL

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 4.2 1.8 3.7 8 10 9 21 EXHLB 1.5/4

1.5 5.5 1.8 3.7 8 10 9 21 EXHLB 1.5/5

1.5 6.5 1.8 3.7 10 10 11 23 EXHLB 1.5/6

2.5 4.2 2.4 4 8 10 9 21 EXHLB 2.5/4

2.5 5.5 2.4 4 10 10 11 23 EXHLB 2.5/5

2.5 6.5 2.4 4 10 10 11 23 EXHLB 2.5/6

4 5 5 3.1 4.8 10 10 11 23 EXHLB 4.0/5

4 6.5 3.1 4.8 10 10 11 23 EXHLB 4.0/6

6 5 5 3.8 5.5 10 13 11 27 EXHLB 6.0/5

6 6.5 3.8 5.5 12 13 15 31 EXHLB 6.0/6

6 8 5 3.8 5.5 12 13 15 31 EXHLB 6.0/8

10 5.5 4.5 6.2 11 13 13 29 EXHLB 10/5

10 6.5 4.5 6.2 12 13 13 29 EXHLB 10/6

10 8.5 4.5 6.2 12 13 15 31 EXHLB 10/8

16 6.5 5.4 7.1 12 18 14 36 EXHLB 16/6

16 8.5 5.4 7.1 12 18 14 36 EXHLB 16/8

25 6.5 6.8 8.8 13 20 14 38 EXHLB 25/6

25 8.5 6.8 8.8 18 20 21 45 EXHLB 25/8

25 10.5 6.8 8.8 18 20 21 45 EXHLB 25/10

35 6.5 8.2 10.6 15 20 18 43 EXHLB 35/6

35 8.5 8.2 10.6 15 20 18 43 EXHLB 35/8

35 10.5 8.2 10.6 18 20 21 46 EXHLB 35/10

50 8.5 9 5 12.4 18 23 21 50 EXHLB 50/8

Heavy Duty Long Barrel Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

50 10.5 9.5 12.4 18 23 21 50 EXHLB 50/10

50 12.5 9.5 12.4 18 23 23 52 EXHLB 50/12

70 8.5 11.2 14.7 21 25 25 57 EXHLB 70/8

70 10.5 11.2 14.7 21 25 25 57 EXHLB 70/10

70 12.5 11.2 14.7 21 25 25 57 EXHLB 70/12

95 10.5 13.5 17.4 25 30 26 65 EXHLB 95/10

95 12.5 13.5 17.4 25 30 26 65 EXHLB 95/12

120 10.5 15 19.4 28 33 28 71 EXHLB 120/10

120 12.5 15 19.4 28 33 28 71 EXHLB 120/12

120 17.0 15 19.4 28 33 32 75 EXHLB 120/16

150 12.5 16.5 21.2 30 39 32 82 EXHLB 150/12

150 14.7 16.5 21.2 30 39 32 82 EXHLB 150/14

150 17.0 16.5 21.2 30 39 32 82 EXHLB 150/16

185 12.5 18.5 23.5 34 45 34 91 EXHLB 185/12

185 14.7 18.5 23.5 34 45 34 91 EXHLB 185/14

185 17.0 18.5 23.5 34 45 34 91 EXHLB 185/16

240 12.5 21 26.5 38 50 40 104 EXHLB 240/12

240 14.7 21 26.5 38 50 40 104 EXHLB 240/14

240 17.0 21 26.5 38 50 40 104 EXHLB 240/16

240 21.0 21 26.5 38 50 40 104 EXHLB 240/20

300 14.7 23.5 30 43 55 44 114 EXHLB 300/14

300 17.0 23.5 30 43 55 44 114 EXHLB 300/16

300 21.0 23.5 30 43 55 44 114 EXHLB 300/20

400 17.0 28.5 36.5 52.5 66 52 136 EXHLB 400/16

400 21.0 28.5 36.5 52.5 66 52 136 EXHLB 400/20

500 17.0 30 39 56 72 56 148 EXHLB 500/16

500 21.0 30 39 56 72 56 148 EXHLB 500/20

630 17.0 35 45 65 80 66 168 EXHLB 630/16

630 21.0 35 45 65 80 66 168 EXHLB 630/20

800 Blank 39 50.6 73 98 75 190 EXHLB 800/BL

1000 Blank 43 56.2 81 125 90 235 EXHLB 1000/BL

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 4.2 1.8 3.7 8 5 9 16 EXMD 1.5/4

1.5 5.5 1.8 3.7 8 5 9 16 EXMD 1.5/5

1.5 6.5 1.8 3.7 10 5 11 18 EXMD 1.5/6

2.5 4.2 2.4 4 8 7 9 18 EXMD 2.5/4

2.5 5.5 2.4 4 10 7 11 20 EXMD 2.5/5

2.5 6.5 2.4 4 10 7 11 20 EXMD 2.5/6

4 5.5 3.1 4.8 10 7 11 20 EXMD 4.0/5

4 6.5 3.1 4.8 10 7 11 20 EXMD 4.0/6

6 5.5 3.8 5.5 10 9 11 23 EXMD 6.0/5

6 6.5 3.8 5.5 12 9 15 27 EXMD 6.0/6

6 8.5 3.8 5.5 12 9 15 27 EXMD 6.0/8

10 5.5 4.5 6.2 11 9 13 25 EXMD 10/5

10 6.5 4.5 6.2 12 9 13 25 EXMD 10/6

10 8.5 4.5 6.2 12 9 15 27 EXMD 10/8

16 6.5 5.4 7.1 12 12 14 30 EXMD 16/6

16 8.5 5.4 7.1 12 12 14 30 EXMD 16/8

25 6.5 6.8 8.8 13 12 14 30 EXMD 25/6

25 8.5 6.8 8.8 18 12 21 37 EXMD 25/8

25 10.5 6.8 8.8 18 12 21 37 EXMD 25/10

35 6.5 8.0 10.0 15 12 18 35 EXMD 35/6

35 8.5 8.0 10.0 15 12 18 35 EXMD 35/8

35 10.5 8.0 10.0 18 12 21 38 EXMD 35/10

50 8.5 9.2 11.2 18 16 21 43 EXMD 50/8

Medium Duty Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

50 10.5 9.2 11.2 18 16 21 43 EXMD 50/10

50 12.5 9.2 11.2 18 16 23 45 EXMD 50/12

70 8.5 11.5 13.8 21 18 25 50 EXMD 70/8

70 10.5 11.5 13.8 21 18 25 50 EXMD 70/10

70 12.5 11.5 13.8 21 18 25 50 EXMD 70/12

95 10.5 12.8 15.6 25 20 26 55 EXMD 95/10

95 12.5 12.8 15.6 25 20 26 55 EXMD 95/12

120 10.5 14.8 17.8 28 22 28 60 EXMD 120/10

120 12.5 14.8 17.8 28 22 28 60 EXMD 120/12

120 17.0 14.8 17.8 28 22 32 64 EXMD 120/16

150 12.5 16 19.6 30 26 32 69 EXMD 150/12

150 14.7 16 19.6 30 26 32 69 EXMD 150/14

150 17.0 16 19.6 30 26 32 69 EXMD 150/16

185 12.5 18 22 34 32 34 78 EXMD 185/12

185 14.7 18 22 34 32 34 78 EXMD 185/14

185 17.0 18 22 34 32 34 78 EXMD 185/16

240 12.5 22 26 38 38 40 92 EXMD 240/12

240 14.7 22 26 38 38 40 92 EXMD 240/14

240 17.0 22 26 38 38 40 92 EXMD 240/16

240 21.0 22 26 38 38 40 92 EXMD 240/20

300 14.7 24 28.7 43 42 44 101 EXMD 300/14

300 17.0 24 28.7 43 42 44 101 EXMD 300/16

300 21.0 24 28.7 43 42 44 101 EXMD 300/20

400 17.0 28.5 33.2 52.5 44 52 114 EXMD 400/16

400 21.0 28.5 33.2 52.5 44 52 114 EXMD 400/20

500 17.0 30 36 56 48 56 124 EXMD 500/16

500 21.0 30 36 56 48 56 124 EXMD 500/20

630 17.0 35 41.5 65 56 66 144 EXMD 630/16

630 21.0 35 41.5 65 56 66 144 EXMD 630/20

800 Blank 39 46.3 73 78 75 170 EXMD 800/BL

1000 Blank 43 52.2 81 90 90 200 EXMD 1000/BL

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 4.2 1.8 3.7 8 10 9 21 EXMLB 1.5/4

1.5 5.5 1.8 3.7 8 10 9 21 EXMLB 1.5/5

1.5 6.5 1.8 3.7 10 10 11 23 EXMLB 1.5/6

2.5 4.2 2.4 4 8 10 9 21 EXMLB 2.5/4

2.5 5.5 2.4 4 10 10 11 23 EXMLB 2.5/5

2.5 6.5 2.4 4 10 10 11 23 EXMLB 2.5/6

4 5.5 3.1 4.8 10 10 11 23 EXMLB 4.0/5

4 6.5 3.1 4.8 10 10 11 23 EXMLB 4.0/6

6 5.5 3.8 5.5 10 13 11 27 EXMLB 6.0/5

6 6.5 3.8 5.5 12 13 15 31 EXMLB 6.0/6

6 8.5 3.8 5.5 12 13 15 31 EXMLB 6.0/8

10 5.5 4.5 6.2 11 13 13 29 EXMLB 10/5

10 6.5 4.5 6.2 12 13 13 29 EXMLB 10/6

10 8.5 4.5 6.2 12 13 15 31 EXMLB 10/8

16 6.5 5.4 7.1 12 18 14 36 EXMLB 16/6

16 8.5 5.4 7.1 12 18 14 36 EXMLB 16/8

25 6.5 6.8 8.8 13 20 14 38 EXMLB 25/6

25 8.5 6.8 8.8 18 20 21 45 EXMLB 25/8

25 10.5 6.8 8.8 18 20 21 45 EXMLB 25/10

35 6.5 8.0 10.0 15 20 18 43 EXMLB 35/6

35 8.5 8.0 10.0 15 20 18 43 EXMLB 35/8

35 10.5 8.0 10.0 18 20 21 46 EXMLB 35/10

50 8.5 9.2 11.2 18 23 21 50 EXMLB 50/8

Medium Duty Long Barrel Cable Lugs

www.petrolia-global.co.uk

https://www.petrolia-global.co.uk/


Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

50 10.5 9.2 11.2 18 23 21 50 EXMLB 50/10

50 12.5 9.2 11.2 18 23 23 52 EXMLB 50/12

70 8.5 11.5 13.8 21 25 25 57 EXMLB 70/8

70 10.5 11.5 13.8 21 25 25 57 EXMLB 70/10

70 12.5 11.5 13.8 21 25 25 57 EXMLB 70/12

95 10.5 12.8 15.6 25 30 26 65 EXMLB 95/10

95 12.5 12.8 15.6 25 30 26 65 EXMLB 95/12

120 10.5 14.8 17.8 28 33 28 71 EXMLB 120/10

120 12.5 14.8 17.8 28 33 28 71 EXMLB 120/12

120 17.0 14.8 17.8 28 33 32 75 EXMLB 120/16

150 12.5 16 19.6 30 39 32 82 EXMLB 150/12

150 14.7 16 19.6 30 39 32 82 EXMLB 150/14

150 17.0 16 19.6 30 39 32 82 EXMLB 150/16

185 12.5 18 22 34 45 34 91 EXMLB 185/12

185 14.7 18 22 34 45 34 91 EXMLB 185/14

185 17.0 18 22 34 45 34 91 EXMLB 185/16

240 12.5 22 26 38 50 40 104 EXMLB 240/12

240 14.7 22 26 38 50 40 104 EXMLB 240/14

240 17.0 22 26 38 50 40 104 EXMLB 240/16

240 21.0 22 26 38 50 40 104 EXMLB 240/20

300 14.7 24 28.7 43 55 44 114 EXMLB 300/14

300 17.0 24 28.7 43 55 44 114 EXMLB 300/16

300 21.0 24 28.7 43 55 44 114 EXMLB 300/20

400 17.0 28.5 33.2 52.5 66 52 136 EXMLB 400/16

400 21.0 28.5 33.2 52.5 66 52 136 EXMLB 400/20

500 17.0 30 36 56 72 56 148 EXMLB 500/16

500 21.0 30 36 56 72 56 148 EXMLB 500/20

630 17.0 35 41.5 65 80 66 168 EXMLB 630/16

630 21.0 35 41.5 65 80 66 168 EXMLB 630/20

800 Blank 39 46.3 73 98 75 190 EXMLB 800/BL

1000 Blank 43 52.2 81 125 90 235 EXMLB 1000/BL

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B L

1.5 4.2 1.8 3.7 8 10 21 EXN 1.5/4

1.5 5.5 1.8 3.7 8 10 21 EXN 1.5/5

1.5 6.5 1.8 3.7 10 10 23 EXN 1.5/6

2.5 4.2 2.4 4 8 10 21 EXN 2.5/4

2.5 5.5 2.4 4 10 10 23 EXN 2.5/5

2.5 6.5 2.4 4 10 10 23 EXN 2.5/6

4 5.5 3.1 4.8 10 10 23 EXN 4.0/5

4 6.5 3.1 4.8 10 10 23 EXN 4.0/6

6 6.4 4 6 10 10 26 EXN 6.0/6

10 6.5 4.4 6 10 11 28 EXN 10/6

10 8.5 4.4 6 13 12 30 EXN 10/8

16 6.5 5.5 8 12 14 32 EXN 16/6

16 8.5 5.5 8 15 14 34 EXN 16/8

16 10.5 5.5 8 16 14 34 EXN 16/10

25 8.5 6.8 9 14.5 13 33 EXN 25/8

25 10.5 6.8 9 17 13 33 EXN 25/10

35 6.5 8.2 11 15 16 37 EXN 35/6

35 8.5 8.2 11 15 16 41 EXN 35/8

35 10.5 8.2 11 18 16 41 EXN 35/10

50 8.5 8.2 11 16 20 46 EXN 50/8

50 10.5 8.2 11 16 20 50 EXN 50/10

50 12.5 8.2 11 18 20 50 EXN 50/12

70 10.5 11.2 14.5 21 22 53 EXN 70/10

Heavy Duty Cable Lugs Without
Inspection Window
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B L

70 13 11.2 14.5 22 22 53 EXN 70/12

70 17 11.2 14.5 26 27 63 EXN 70/16

95 10.5 13.5 17 25 24 58 EXN 95/10

95 13 13.5 17 25 24 58 EXN 95/12

120 10.5 15 19.5 28 28 64 EXN 120/10

120 13 15 19.5 28 28 64 EXN 120/12

150 8.5 16.5 21 31 32 72 EXN 150/8

150 10.5 16.5 21 31 32 72 EXN 150/10

150 13 16.5 21 31 32 72 EXN 150/12

150 15 16.5 21 31 32 72 EXN 150/14

150 17 16.5 21 31 32 72 EXN 150/16

150 21 16.5 21 31 32 72 EXN 150/20

185 10.5 19 24 39 35 81 EXN 185/10

185 13 19 24 39 35 81 EXN 185/12

185 15 19 24 39 35 81 EXN 185/14

185 17 19 24 39 35 81 EXN 185/16

185 21 19 24 39 35 84 EXN 185/20

240 10.5 21 26 39 42 94 EXN 240/10

240 13 21 26 39 42 94 EXN 240/12

240 15 21 26 39 42 94 EXN 240/14

240 17 21 26 39 42 94 EXN 240/16

300 13 23.5 29.5 43 47 102 EXN 300/12

300 15 23.5 29.5 43 47 102 EXN 300/14

300 17 23.5 29.5 43 47 106 EXN300/16

300 21 23.5 29.5 43 47 106 EXN 300/20

400 17 27 34 49 47 113 EXN 400/16

400 21 27 34 49 47 113 EXN 400/20

500 17 31 38 56 73 142 EXN 500/16

500 21 31 38 56 73 142 EXN 500/20

630 17 34 40 59 73 145 EXN 630/16

630 21 34 40 59 73 145 EXN 630/20

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

6 5.3 3.8 5.5 8.5 10 15 33 EXD 6.0/6

10 6.5 4.5 6 9 10 18.5 37.5 EXD 10/6

16 6.5 5.5 8.5 12 20 18.5 46.5 EXD 16/6

16 8.4 5.5 8.5 12 20 23 49 EXD 16/8

16 10.5 5.5 8.5 17 20 27 51 EXD 16/10

16 13 5.5 8.5 19 20 27 51 EXD 16/12

25 6.5 7 10 15 20 18.5 48.5 EXD 25/6

25 8.4 7 10 15 20 23 51 EXD 25/8

25 10.5 7 10 17 20 27 53 EXD 25/10

25 13 7 10 19 20 27 53 EXD 25/12

35 8.4 8.2 12.5 17 20 23 55 EXD 35/8

35 10.5 8.2 12.5 19 20 27 57 EXD 35/10

35 13 8.2 12.5 21 20 27 57 EXD 35/12

50 8.4 10 14.5 22 28 23 65 EXD 50/8

50 10.5 10 14.5 22 28 27 67 EXD 50/10

50 13 10 14.5 23 28 27 67 EXD 50/12

50 17 10 14.5 28 28 33 70 EXD 50/16

70 8.4 11.5 16.5 24 28 23 68 EXD 70/8

70 10.5 11.5 16.5 24 28 27 70 EXD 70/10

70 13 11.5 16.5 32 28 27 70 EXD 70/12

70 17 11.5 16.5 32 28 33 74 EXD 70/16

95 10.5 13.5 19 28 35 27 80 EXD 95/10

95 13 13.5 19 28 35 27 80 EXD 95/12

Cable Lugs to DIN 46235
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

95 17 13.5 19 32 35 35 84 EXD 95/16

120 10.5 15.5 21 32 35 27 85 EXD 120/10

120 13 15.5 21 32 35 27 85 EXD 120/12

120 17 15.5 21 32 35 35 89 EXD 120/16

120 21 15.5 21 38 35 42 92 EXD 120/20

150 10.5 17 23.5 34 35 27 94 EXD 150/10

150 13 17 23.5 34 35 27 94 EXD 150/12

150 17 17 23.5 34 35 35 97 EXD 150/16

150 21 17 23.5 40 35 42 99 EXD 150/20

185 10.5 19 25.5 40 40 31 97 EXD 185/10

185 13 19 25.5 40 40 31 97 EXD 185/12

185 17 19 25.5 40 40 35 101 EXD 185/16

185 21 19 25.5 40 40 42 104 EXD 185/20

240 10.5 21.5 29 42 40 31 107 EXD 240/10

240 13 21.5 29 42 40 31 107 EXD 240/12

240 17 21.5 29 42 40 35 111 EXD 240/16

240 21 21.5 29 45 40 42 114 EXD 240/20

300 17 24 32 48 50 35 119 EXD 300/16

300 21 24 32 48 50 42 122 EXD 300/20

400 17 27.5 38.5 55 70 41 140 EXD 400/16

400 21 27.5 38.5 55 70 45 140 EXD 400/20

500 21 31 42 60 70 45 150 EXD 500/20

630 21 34.5 44 60 80 45 160 EXD 630/20

800 21 40 52 75 100 45 190 EXD 800/20

1000 21 44 58 85 100 45 190 EXD 1000/20

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

10 6.5 4.5 6.2 12 10 13 26 EXBM 10/6

10 8.5 4.5 6.2 12 10 15 28 EXBM 10/8

16 6.5 5.4 7.1 12 12 14 30 EXBM 16/6

16 8.5 5.4 7.1 12 12 14 30 EXBM 16/8

25 6.5 6.8 8.8 13 12 14 30 EXBM 25/6

25 8.5 6.8 8.8 18 12 21 37 EXBM 25/8

35 6.5 8.2 10.6 15 13 18 36 EXBM 35/6

35 8.5 8.2 10.6 15 13 18 36 EXBM 35/8

50 8.5 9.5 12.4 18 16 21 43 EXBM 50/8

50 10.5 9.5 12.4 18 16 21 43 EXBM 50/10

70 8.5 11.2 14.7 21 18 25 50 EXBM 70/8

70 10.5 11.2 14.7 21 18 25 50 EXBM 70/10

95 10.5 13.5 17.4 25 20 26 55 EXBM 95/10

95 12.5 13.5 17.4 25 20 26 55 EXBM 95/12

120 10.5 15 19.4 28 22 28 60 EXBM 120/10

120 12.5 15 19.4 28 22 28 60 EXBM 120/12

150 12.5 16.5 21.2 30 27 32 70 EXBM 150/12

150 17.0 16.5 21.2 30 27 32 70 EXBM 150/16

185 17.0 18.5 23.5 34 33 34 79 EXBM 185/16

240 17.0 21 26.5 38 40 40 94 EXBM 240/16

Bell Mouth Type Cable Lugs

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Cable Lug Dimensions

Part No
A C D B P L

10 4.5 6.2 11 13 75 91 EXLP 10

16 5.4 7.1 12 18 78 100 EXLP 16

25 6.8 8.8 18 20 76 100 EXLP 25

35 8.2 10.6 18 20 75 100 EXLP 35

50 9.5 12.4 18 23 80 109 EXLP 50

70 11.2 14.7 21 25 82 114 EXLP 70

95 13.5 17.4 25 30 77 116 EXLP 95

120 15 19.4 28 33 79 122 EXLP 120

150 16.5 212 30 39 76 126 EXLP 150

185 18.5 23.5 34 45 75 132 EXLP 185

240 21 26.5 38 50 81 145 EXLP 240

300 23.5 30 43 55 75 145 EXLP 300

400 28.5 36.5 52.5 66 76 160 EXLP 400

500 30 39 56 72 70 162 EXLP 500

630 35 45 65 80 65 167 EXLP 630

Long Palm Cable Lugs

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B G P L

16 10.5 5.4 7.1 14.5 18 44.5 78 100 EXTH 16/10

25 10.5 6.8 8.8 15 20 44.5 76 100 EXTH 25/10

35 10.5 8.2 10.6 16.5 20 44.5 75 100 EXTH 35/10

50 10.5 9.5 12.4 17 23 44.5 80 109 EXTH 50/10

50 12.5 9.5 12.4 17 23 44.5 80 109 EXTH 50/12

70 10.5 11.2 14.7 21 25 44.5 82 114 EXTH 70/10

70 12.5 11.2 14.7 21 25 44.5 82 114 EXTH 70/12

95 10.5 13.5 17.4 25 30 44.5 77 116 EXTH 95/10

95 12.5 13.5 17.4 25 30 44.5 77 116 EXTH 95/12

120 10.5 15 19.4 27.5 33 44.5 79 122 EXTH 120/10

120 12.5 15 19.4 27.5 33 44.5 79 122 EXTH 120/12

150 10.5 16.5 21.2 30 39 44.5 76 126 EXTH 150/10

150 12.5 16.5 21.2 30 39 44.5 76 126 EXTH 150/12

185 10.5 18.5 23.5 33.5 45 44.5 75 132 EXTH 185/10

185 12.5 18.5 23.5 33.5 45 44.5 75 132 EXTH 185/12

240 12.5 21 26.5 38.5 50 44.5 81 145 EXTH 240/12

300 12.5 23.5 30 43 55 44.5 75 145 EXTH 300/12

400 12.5 28.5 36.5 52.5 66 44.5 76 160 EXTH 400/12

500 12.5 30 39 56 72 44.5 70 162 EXTH 500/12

630 12.5 35 45 60 80 44.5 65 167 EXTH 630/12

Twin Hole Cable Lugs

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 

www.petrolia-global.co.uk

https://www.petrolia-global.co.uk/


Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B H G L

400 10.5 28.5 36.5 52.5 44 25 35 114 EXFH 400/10

400 12.5 28.5 36.5 52.5 44 25 35 114 EXFH 400/12

500 10.5 30 39 56 48 25 35 124 EXFH 500/10

500 12.5 30 39 56 48 25 35 124 EXFH 500/12

630 10.5 35 45 65 56 25 35 144 EXFH 630/10

630 12.5 35 45 65 56 25 35 144 EXFH 630/12

800 10.5 39 50.6 72 78 25 35 170 EXFH 800/10

800 12.5 39 50.6 72 78 25 35 170 EXFH 800/12

1000 10.5 43 56.2 78.5 90 25 35 200 EXFH 1000/10

1000 12.5 43 56.2 78.5 90 25 35 200 EXFH 1000/12

Four Hole Cable Lugs

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A D B P L

1.5 4.2 2 8 7.5 9 18.5 EXAT 1.5/4

1.5 5.2 2 8 7.5 9 18.5 EXAT 1.5/5

1.5 6.5 2 10 7.5 10 19.5 EXAT 1.5/6

2.5 4.2 2.5 8 8 9 19 EXAT 2.5/4

2.5 5.2 2.5 10 8 11 20 EXAT 2.5/5

2.5 6.5 2.5 10 8 11 20 EXAT 2.5/6

2.5 8.4 2.5 11 8 15 26 EXAT 2.5/8

4 5.2 3.3 10 9 11 22 EXAT 4.0/5

4 6.5 3.3 10 9 11 22 EXAT 4.0/6

4 8.4 3.3 12 9 15 26 EXAT 4.0/8

4 10.2 3.3 15 9 19 32 EXAT 4.0/10

6 5.2 3.8 10 10 11 23 EXAT 6.0/5

6 6.5 3.8 12 10 15 27 EXAT 6.0/6

6 8.4 3.8 12 10 15 27 EXAT 6.0/8

6 10.2 3.8 15 10 19 32 EXAT 6.0/10

10 6.5 4.7 12 10 13 27 EXAT 10/6

10 8.4 4.7 14 10 15 29 EXAT 10/8

10 10.5 4.7 15 10 18 32 EXAT 10/10

16 6.5 5.5 11 19 16 39 EXAT 16/6

16 8.4 5.5 14 19 16 39 EXAT 16/8

16 10.5 5.5 16 19 18 41 EXAT 16/10

25 6.5 7.1 13.5 21 16 41 EXAT 25/6

25 8.4 7.1 13.5 21 16 41 EXAT 25/8

Australian Standard Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A D B P L

25 10.5 7.1 16 21 19 44 EXAT 25/10

35 6.5 8.4 16 21 19 45 EXAT 35/6

35 8.4 8.4 16 21 19 45 EXAT 35/8

35 10.5 8.4 18 21 19 45 EXAT 35/10

50 6.5 9.5 18 22 18 46 EXAT 50/6

50 8.4 9.5 18 22 18 46 EXAT 50/8

50 10.5 9.5 18 22 18 52 EXAT 50/10

70 6.5 11.3 21 22 24 54 EXAT 70/6

70 8.4 11.3 21 24 24 54 EXAT 70/8

70 10.5 11.3 21 24 24 54 EXAT 70/10

95 10.5 13.5 25 27 26 60 EXAT 95/10

95 13 13.5 25 27 26 60 EXAT 95/12

95 17.0 13.5 25 27 30 61 EXAT 95/16

120 10.5 15.6 30 30 26 64 EXAT 120/10

120 13 15.6 30 30 26 64 EXAT 120/12

120 17.0 15.6 30 30 32 72 EXAT 120/16

150 10.5 16.7 32 30 32 71 EXAT 150/10

150 13 16.7 32 32 36 75 EXAT 150/12

150 17.0 16.7 32 30 36 75 EXAT 150/16

185 10.5 10.5 36 32 32 74 EXAT 185/10

185 13 18.5 36 32 36 79 EXAT 185/12

185 17 18.4 36 32 36 79 EXAT 185/16

240 13.0 21.2 41 38 42 92 EXAT 240/12

240 17 21.2 41 38 42 92 EXAT 240/16

300 13.0 23.8 46 42 46 101 EXAT 300/12

300 17.0 23.8 46 42 46 101 EXAT 300/16

400 Blank 26.8 50 44 48 107 EXAT 400/BL

500 Blank 30 56 50 54 119 EXAT 500/BL

630 Blank 34 64.4 58 64 139 EXAT 630/BL

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

2.5 4.5 2 5.5 6.6 7 8 18 EXAL 2.5/4

2.5 5.5 2.6 5.5 7 7 8 18 EXAL 2.5/5

4 4.5 2.9 5.5 7.2 7 8 18 EXAL 4.0/4

4 5.5 2.9 5.5 12 7 13 24 EXAL 4.0/5

6 5.5 3.5 5.5 7.5 7 13 24 EXAL 6.0/5

6 6.5 3.5 5.5 12 7 13 24 EXAL 6.0/6

10 5.5 3.8 6.2 8.4 7 17 28 EXAL 10/5

10 6.5 4.4 7.2 9.7 9 17 30 EXAL 10/6

10 8.5 4.4 7.2 15 9 17 30 EXAL 10/8

16 6.5 5.4 8.3 11.4 13 20 37 EXAL 16/6

16 8.5 5.4 8.3 11.4 13 20 37 EXAL 16/8

16 10.5 5.4 8.3 18 13 20 37 EXAL 16/10

25 6.5 7 9.7 13.7 16 21 44 EXAL 25/6

25 8.5 7 9.7 13.7 16 21 44 EXAL 25/8

25 10.5 7 9.7 20 16 21 44 EXAL 25/10

25 12.5 7 9.7 20 16 21 44 EXAL 25/12

35 6.5 8 10.8 15.4 18 22 47 EXAL 35/6

35 8.5 8 10.8 15.4 18 22 47 EXAL 35/8

35 10.5 8 10.8 20 18 22 47 EXAL 35/10

50 8.5 9.3 13 18.3 22 24 54 EXAL 50/8

50 10.5 9.3 13 23 22 24 54 EXAL 50/10

50 12.5 9.3 13 23 22 24 54 EXAL 50/12

70 8.5 11.6 16 22.6 26 26 60 EXAL 70/8

Aluminum Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A D B P L

70 10.5 7.1 16 21 19 44 EXAT 25/10

70 6.5 8.4 16 21 19 45 EXAT 35/6

95 8.4 8.4 16 21 19 45 EXAT 35/8

95 10.5 8.4 18 21 19 45 EXAT 35/10

95 6.5 9.5 18 22 18 46 EXAT 50/6

120 8.4 9.5 18 22 18 46 EXAT 50/8

120 10.5 9.5 18 22 18 52 EXAT 50/10

120 6.5 11.3 21 22 24 54 EXAT 70/6

150 8.4 11.3 21 24 24 54 EXAT 70/8

150 10.5 11.3 21 24 24 54 EXAT 70/10

150 10.5 13.5 25 27 26 60 EXAT 95/10

185 13 13.5 25 27 26 60 EXAT 95/12

185 17.0 13.5 25 27 30 61 EXAT 95/16

185 10.5 15.6 30 30 26 64 EXAT 120/10

240 13 15.6 30 30 26 64 EXAT 120/12

240 17.0 15.6 30 30 32 72 EXAT 120/16

300 10.5 16.7 32 30 32 71 EXAT 150/10

300 13 16.7 32 32 36 75 EXAT 150/12

400 17.0 16.7 32 30 36 75 EXAT 150/16

500 10.5 10.5 36 32 32 74 EXAT 185/10

630 13 18.5 36 32 36 79 EXAT 185/12

800 17 18.4 36 32 36 79 EXAT 185/16

1000 13.0 21.2 41 38 42 92 EXAT 240/12

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 3.2 1.6 3.2 6 5 7 14 ER-7001

1.5 3.7 1.6 3.2 6 5 7 14 ER-7002

1.5 4.2 1.6 3.2 6 5 7 14 ER-7003

1.5 3.7 1.6 3.2 6.8 5 7 13 ER-7048

1.5 4.2 1.6 3.2 6.8 5 7 13 ER-7049

1.5 4.2 1.6 3.2 8 5 9 16 ER-7004

1.5 5.2 1.6 3.2 8 5 9 16 ER-7005

1.5 4.2 1.6 3.2 7 5 8.5 14.5 ER-7154

1.5 5.2 1.6 3.2 10 5 11 18 ER-7006

2.5 3.2 2.3 3.9 6.5 5 6.7 12.7 ER-7107

2.5 3.7 2.3 3.9 6.5 5 6.7 12.7 ER-7008

2.5 3.7 2.3 3.9 8 5 9 16 ER-7108

2.5 4.2 2.3 3.9 8 5 9 16 ER-7009

2.5 5.2 2.3 3.9 8 5 9 16 ER-7010

2.5 5.2 2.3 3.9 10 5 12 18 ER-7109

2.5 6.4 2.3 3.9 10 5 12 18 ER-7011

2.5 5.2 2.3 3.9 12 5 15 22 ER-7110

4.6 4.2 3.5 5.5 8 6 9 17 ER-7155

4.6 5.2 3.5 5.5 8 6 9 17 ER-7050

4.6 5.2 3.5 5.5 10 6 10 19 ER-7016

4.6 6.4 3.5 5.5 12 6 12 20 ER-7017

4.6 8.2 3.5 5.5 12 6 12 20 ER-7018

4.6 6.4 3.5 5.5 12 6 13 22 ER-7019

Ring Type Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

4.6 6.4 3.5 5.5 14 6 17.5 25.5 ER-7115

4.6 8.2 3.5 5.5 14 6 17.5 25.5 ER-7020

4.6 8.2 3.5 5.5 16 6 21 30 ER-7116

10 5.2 4.3 6.3 10 8 12 22 ER-7025

10 5.2 4.3 6.3 10 8 9 20 ER-7026

10 10 4.3 6.3 16 8 15 27 ER-7027

10 6.4 4.3 6.3 12 8 13 23 ER-7120

10 8.2 4.3 6.3 16 8 15 27 ER-7121

16 5.2 5.6 8 10 10 11 24 ER-7124

16 6.4 5.6 8 12 10 12 26 ER-7029

16 8.2 5.6 8 16 10 16 30 ER-7030

16 10 5.6 8 22 10 19 35 ER-7032

25 6.4 7.5 11.1 12 11 16 31 ER-7156

25 8.2 7.5 11.1 16 11 14 30 ER-7034

25 10 7.5 11.1 16 11 14 30 ER-7035

35 6.4 9 12.6 16 12 14 31 ER-7133

35 8.2 9 12.6 16 12 14 31 ER-7038

35 10.2 9 12.6 18 12 19 36 ER-7039

50 8.2 10.5 14.1 18 16 21 43 ER-7136

50 10.2 10.5 14.1 22 16 20 43 ER-7137

70 10.2 12 16 22 18 22 47 ER-7140

70 12.7 12 16 24 18 22 48 ER-7141

95 10.2 13.5 18.1 24 20 24 50 ER-7144

95 12.7 13.5 18.1 24 20 24 50 ER-7044

95 16.2 13.5 18.1 28 20 31 58 ER-7145

120 12.7 15 20.2 26 22 20 52 ER-7146

120 16.2 15 20.2 32 22 35 64 ER-7147

120 20.3 15 20.2 40 22 42 74 ER-7148

150 12.7 16.5 23.7 34 24 33 66 ER-7149

150 16.2 16.5 23.7 34 24 33 66 ER-7045

150 20.3 16.5 23.7 34 24 40 74 ER-7046
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Cable Size
Cable Lug Dimensions

Part No
A C L

1.5 1.8 3.7 22 EX FLB 1.5

2.5 2.4 4 22 EX FLB 2.5

4 3.1 4.8 22 EX FLB 4

6 3.8 5.5 22 EX FLB 6

10 4.5 6.2 22 EX FLB 10

16 5.4 7.1 44 EX FLB 16

25 6.8 8.8 47 EX FLB 25

35 8.2 10.6 47 EX FLB 35

50 9.5 12.4 47 EX FLB 50

70 11.2 14.7 50 EX FLB 70

95 13.5 17.4 54 EX FLB 95

120 15 19.4 65 EX FLB 120

150 16.5 21.2 65 EX FLB 150

185 18.5 23.5 65 EX FLB 185

240 21 26.5 89 EX FLB 240

300 23.5 30 89 EX FLB 300

400 28.5 36.5 90 EX FLB 400

500 30 39 115 EX FLB 500

630 35 45 115 EX FLB 630

800 39 50.6 230 EX FLB 800

Connectors- Heavy
Duty Long Barrel

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Cable Lug Dimensions

Part No
A C L

1.5 1.8 3.7 12 EX FSB 1.5

2.5 2.4 4 15 EX FSB 2.5

4 3.1 4.8 15 EX FSB 4

6 3.8 5.5 15 EX FSB 6

10 4.5 6.2 20 EX FSB 10

16 5.4 7.1 20 EX FSB 16

25 6.8 8.8 32 EX FSB 25

35 8.2 10.6 36 EX FSB 35

50 9.5 12.4 40 EX FSB 50

70 11.2 14.7 45 EX FSB 70

95 13.5 17.4 45 EX FSB 95

120 15 19.4 45 EX FSB 120

150 16.5 21.2 50 EX FSB 150

185 18.5 23.5 60 EX FSB 185

240 21 26.5 80 EX FSB 240

300 23.5 30 85 EX FSB 300

400 28.5 36.5 85 EX FSB 400

500 30 39 100 EX FSB 500

630 35 45 110 EX FSB 630

800 39 50.6 150 EX FSB 800

Connectors- Heavy Duty Short Barrel

Technical Data: 
All dimensions in mm.
Material: Cable Lugs manufactured from Electrolytic Copper.
Range: Cable Range from 1.5 to 1000 mm2 with different stud hole.
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion.
Application: Used for termination of copper conductors to equipment & switch gear panels.. 
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Cable Size
Cable Lug Dimensions

Part No
A C L H

1.5 1.8 3.3 30 12 EX TC 1.5

2.5 2.3 4.2 30 12 EX TC 2.5

4 3 5 30 12 EX TC 4

6 4 6 35 14 EX TC 6

10 4.5 7 35 14 EX TC 10

16 5.5 8.5 50 21 EX TC 16

25 7 10 55 23 EX TC 25

35 8.5 12 70 30 EX TC 35

50 10 14 80 34 EX TC 50

70 12 16.5 85 35 EX TC 70

95 13.5 18 90 36 EX TC 95

120 15 9.5 95 38 EX TC 120

150 16.5 21 110 44 EX TC 150

185 19 24 115 45 EX TC 185

240 21 26 130 52 EX TC 240

T Connectors

Technical Data: 
All dimensions in mm 
Material: Cable Connectors manufactured from Electrolytic Copper
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion
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Cable Size
Cable Lug Dimensions

Part No
A C L H

1.5 1.8 3.3 30 12 EX CC 1.5

2.5 2.3 4.2 30 12 EX CC 2.5

4 3 5 30 12 EX CC 4

6 4 6 35 14 EX CC 6

10 4.5 7 35 14 EX CC 10

16 5.5 8.5 50 21 EX CC 16

25 7 10 55 23 EX CC 25

35 8.5 12 70 30 EX CC 35

50 10 14 80 34 EX CC 50

70 12 16.5 85 35 EX CC 70

95 13.5 18 90 36 EX CC 95

120 15 9.5 95 38 EX CC 120

150 16.5 21 110 44 EX CC 150

185 19 24 115 45 EX CC 185

240 21 26 130 52 EX CC 240

Cross Connectors

Technical Data: 
All dimensions in mm 
Material: Cable Connectors manufactured from Electrolytic Copper
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion

www.petrolia-global.co.uk

https://www.petrolia-global.co.uk/


Cable Size
Cable Lug Dimensions

Part No
A C L

2.5 2.6 5.5 16 EXALC 2.5

4 2.9 5.5 16 EXALC 4

6 3.5 5.5 16 EXALC 6

10 3.8 6.2 20 EXALC 10

16 5.4 8.3 26 EXALC 16

25 7 9.7 35 EXALC 25

35 8 10.8 40 EXALC 35

50 9.3 13 45 EXALC 50

70 11.6 16 55 EXALC 70

95 12.9 17.1 60 EXALC 95

120 15 19 65 EXALC 120

150 16.5 21.5 70 EXALC 150

185 18.5 24 75 EXALC 185

240 22 28 90 EXALC 240

300 24 31 100 EXALC 300

400 28 36 115 EXALC 400

500 31 41 125 EXALC 500

630 36 46 140 EXALC 630

800 39 51 160 EXALC 800

1000 43.5 57 210 EXALC 1000

Aluminum Connectors

Technical Data: 
All dimensions in mm 
Material: Cable Connectors manufactured from Aluminum
Range: Cable Range from 1.5 to 1000 mm2
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion 
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 3.2 1.6 3.2 6 5 7 19 EFI-7055

1.5 3.7 1.6 3.2 6 5 7 19 EFI-7056

1.5 3.7 1.6 3.2 6.8 5 7 18 EFI-7058

1.5 4.2 1.6 3.2 6.8 5 7 18 EFI-7059

1.5 4.2 1.6 3.2 8 5 9 21 EFI-7061

1.5 5.2 1.6 3.2 8 5 9 21 EFI-7062

1.5 4.2 1.6 3.2 7 5 8.5 19.5 EFI-7063

2.5 3.2 2.3 3.9 6.5 5 6.7 17.7 EFI-7068

2.5 3.7 2.3 3.9 6.5 5 6.7 17.7 EFI-7069

2.5 3.7 2.3 3.9 8 5 9 21 EFI-7070

2.5 4.2 2.3 3.9 8 5 9 21 EFI-7071

2.5 5.2 2.3 3.9 8 5 9 21 EFI-7072

2.5 5.2 2.3 3.9 10 5 12 23 EFI-7073

2.5 6.4 2.3 3.9 10 5 12 23 EFI-7074

4-6 4.2 3.5 5.5 8 6 9 25 EFI-7083

4-6 5.2 3.5 5.5 8 6 9 25 EFI-7084

4-6 5.2 3.5 5.5 10 6 10 27 EFI-7086

4-6 6.4 3.5 5.5 12 6 12 28 EFI-7089

4-6 8.2 3.5 5.5 12 6 12 28 EFI-7090

4-6 6.4 3.5 5.5 12 6 13 30 EFI-7092

Ring Type Insulated Cable Lugs

Technical Data: 
All dimensions in mm
Material: Cable Lugs manufactured from Electrolytic Copper
Range: Cable Range from 1.5 to 6 mm2 with different stud hole
Finish: Lead Free Electro Tin Plated to prevent atmospheric corrosion
Application: Used for termination of copper conductors to equipment & circuits.
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Cable Size
Cable Lug Dimensions

Part No
A C D B P L

1.5 1.6 3.2 1.9 5 10 17 EP 9

1.5 1.6 3.2 3.1 5 10 17 EP 35

2.5 2.3 3.9 1.9 5 10 17 EP 1

2.5 2.3 3.9 3.1 5 10 17 EP 2

4 2.9 4.9 2.7 6 10 20 EP 3

6 3.6 5.6 2.7 6 10 20 EP 5

10 4.5 6.7 4.3 8 12 22 EP 7

16 5.8 8.2 5.5 10 13 26 EP 8

25 7.5 11.1 7.2 11 15 33 EP 86

35 9 12.6 8.2 12 15 33 EP 87

50 10.5 14.1 9 16 17 41 EP 88

70 12 16 10 16 18 46 EP 89

Pin Type Cable Lugs
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Cable Size
Cable Lug Dimensions

Part No
A C D B P L

1.5 1.6 3.2 1.9 5 10 10 EPI-17

1.5 1.6 3.2 3.1 5 10 10 EPI-40

2.5 2.3 3.9 1.9 5 10 10 EPI-18

2.5 2.3 3.9 3.1 5 10 10 EPI-19

4 2.9 4.9 2.7 6 10 10 EPI-20

6 3.6 5.6 2.7 6 10 10 EPI-22

10 4.5 6.7 4.3 8 12 12 EPI-24

16 5.8 8.2 5.5 10 13 13 EPI-25

Pin Type Insulated Cable Lugs
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Fork Type Cable Lugs
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Cable Size
Stud Hole Size Cable Lug Dimensions

Part No
E A C D B P L

1.5 3 2 2.8 6.2 5 5.6 13 EF 8055

1.5 5.1 1.6 3.2 8 5 14 21 EF 7214

1.5 3.5 1.6 3.2 6.8 4 9 13 EF 7249

1.5 3 2 2.8 6.2 5 5.6 13 EF 7250

2.5 3.5 2.3 3.9 6.5 5 7.5 15 EF 7251

2.5 5 2.6 4.6 10.6 6.2 14.8 21 EF 7280

4 3.1 3.5 5.5 6 6 9 15 EF 7252

4 3.5 3.5 5.5 6 6 9 15 EF 7253

10 6.5 4.5 6.9 16 8 19 27 EF 7254

10 8.2 4.5 6.9 16 8 19 27 EF 7255

16 4.4 6.3 8.7 8.9 10 10 23 EF 0131
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Other Cable Lugs & Connectors
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